
Black Coated Steel Nipples and Couplings are protected 

against oxidation with varnished coating. Galvanized Coated 

Steel Nipples and Couplings are Zinc coated applied by hot 

drip. Galvanized complying with ASTM A-123, NSF approved, 

RoHS compliant.

Welded steel pipe nipples both galvanized and black in 

diameters ranging from 1/8” up to 6” in diameter from close 

to 12” and cut-pipe up to 72”. Pipe complies with ASTM A-53 

mill tested schedule 40 and 80 for both Welded & Seamless 

meets ANSI B36.1. All Pipe is hydrostatic tested, roller cut, 

and chaser thread cut to American Standard Tapered Pipe 

Thread Standards. For pressure ratings, see the knowledge 

bank on our website.

PLACE AN ORDER TODAY!

MANUFACTURED FOR QUALITY
BLACK & GALVANIZED STEEL

Innovative, efficient and reliable. 
Designed for and commonly used 

in Pump Applications!

  Black & Galvanized Schedule 40 Welded

  Black Schedule 80 Seamless

  Black Extra Heavy XXS Seamless

  Schedule 40 & Schedule 80 Groove

  Schedule 40 & Schedule 80 Seamless Groove

  Galvanized & Stainless Steel Merchant Couplings

   Black API Line Couplings

FIND US ON:

CALL US
PHONE: 800-821-5725

VISIT US
MIDLANDINDUSTRIES.COM

3145 OAK ST,  
KANSAS CITY, MO 64111

FOR MORE INFORMATION

Black & Galvanized Options Include:

Midland Industries
BLACK & GALVANIZED STEEL


